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APPROVAL TO DISCHARGE LIQUID TRADE WASTE

An approval permit to discharge Liquid Trade Waste into the wastewater system is a requirement

by local wastewater authorities. A Trade Waste” approval is a legal agreement that sets out the

o ’ | _  SEEEEEE THE terms and conditions for discharging trade waste into the wastewater system and details the
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responsibilities of the waste generator/property owner.

Set out as part of the Trade Waste approval is the requirement to have the grease trap pumped
Seventy percent of the world is covered by water. Seventy percent of the human body is composed out and cleaned on a regular basis, with all waste amounts to be recorded.
of water. Clean water is considered as a source of life and is an important indicator of good
environmental health. The interval between each clean will be determined by the quality and quantity of waste being

Responsible liquid waste management is an essential element to clean water and good environmental generated. This service is compulsory and must be completed by a licensed commercial operator.
health. Liquid wastes such as cooking oil, grease and food solids are generated by thousands of food The liquid waste operator will empty the accumulated waste, record the amount of waste removed,
outlets and commercial industry’s across Australia every day. If this waste was to end up in our rivers,

_ ; _ and report on the overall condition of the grease trap.
waterways or on our beaches, it can cause major pollution problems.

Understanding the relationship between water usage and trade waste discharge may not just be Should any functional defects be found, a report on the condition of the trap will be provided by

beneficial to the environment, it can also help save you money. the liquid waste operator. A copy of this report must also be forwarded to the local wastewater
authority.

PREVENTATIVE MEASURES SERVICES PROVIDED BY RELINING SERVIGCES
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THE SOLUTION TO SEPERATING TRADE WASTE

Why are grease traps necessary ?

When fat, oil and grease (F.0.G) are disposed into the drainage system they cool down and
solidify over time, this congeals and accumulates in the pipes causing blockages in the
drainage network.These blockages can prove costly to repair and in some cases can cause
flooding of premises.

What is a grease trap?

A Grease trap is a receptacle that waste water flows through before entering the drainage
system. The receptacle captures fats, oil, grease (F.0.G) by slowing flow of the water
through a series of baffles. F.0.G is 15% lighter than water and is immiscible with water
so when slowed, rises to the top and the receptacle traps it. This process ensures
approximately 95% clean discharge after sink.

BUSINESS AS USUAL, RELINING SERVICES TAKES THE WORRY OUT
OF LIQUID WASTE WATER COMPLIANCE.

Relining Services can complete all work with minimal interruption to your everyday business. Work methods
employed by Relining Services allow our specialist plumbers to complete anything from minor trap repairs to
full trap rehabilitations, all as your business continues to operate as usual.

We can also offer our range of services around the clock. Relining Services can work with you to coordinate

the completion of its services at a time that better suits your business.

Confined Space Certified

Baffles Before

Baffles After

Fully OH&S Compliant

ALL DEFECTS REPAIRED BY RELINING SERVICES

Induct Vents - We install an approved vermin proof, one way, carbon filter into
the induct vent.

Backflow Prevention (RPZD Valve) - As licensed and experienced plumbers
we can lodge all forms with council. Along with installation, testing and
maintenance on all RPZD vales to comply with any council defects issued.

Baffles - Relining Services replace all deteriorated baffles to meet design
specifications.

Lids - Another requirement of a grease trap is to have gas sealed lids. Relining
Services can rectify any defect associated with defective lids, including complete
replacement of lids.

Increasing Capacity - After council conduct an audit, it is possible that the
current grease trap is inadequate. Relining Services can increase the capacity
of existing grease traps to whatever size council require.




New Grease Trap Install
ADVANTAGES OF GREASE TRAP REHABILITATION AND REPAIRS

BY RELINING SERVIGES

e Savings. Grease trap rehabilitation by Relining Services can be completed at a fraction of the
cost of complete replacement
e No disruption to you or the public - which means business as usual

Before During After ] ] o o .
* No excavation required. Eliminates the concern of undermining of foundations or structures

e No other tradesman or further restoration costs, all work will be completed by us

e Only licensed and experienced trades people employed for your peace of mind
TYPICAL PROCESS OF GREASE TRAP REHABILITATION -~ . . . :
e Epoxy lining provides excellent Chemical resistance for longer life

- - » Fast cure properties means the job can be completed quickly
Pump out existing accumulated liquid trade waste

e Excellent wear and abrasion properties ensures long term reliability

Set up temporary by-pass system to prevent any disruption to business

e As licensed plumbers, we are able to quickly rectify any grease interceptor trap that's been

Clean the grease trap thoroughly with grease emulsifier and blast the trap with high pressure water subjected to council defect notices, ensuring all work is completed within council's timing

Apply a cement based mortar to fill voids and imperfections to the concrete walls and floor of the trap requirements

Finally the rehabilitation is completed by applying a highly chemical resistant epoxy coating system to

provide a permanent protective lining to the inside walls of the grease trap.

Before After New Baffles Installed

New Pumped Grease Trap Installation 2000 Litre Grease Trap Rehabilitation




